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1.
CD 1.6, September 1999


2.
98-0584 - CD 1.4 quality review comments – miscellaneous – 11/12/98 (Wallace)
PROPOSED REVISION:

Raise an exception when a pointer is set up/down outside the allowable range.

JUSTIFICATION:

Comment 2b in 98-0584 states:  

2.
Page 510, 14.10.35, SET statement:   The following need to be addressed:

b.   exception(s) need to be defined for the case when the data pointer value would become out of the valid range. 

J4 directed that we raise an exception when a data pointer gets too big or too little.  There is an exception defined for indexes. Use that as a pattern.

COMPATIBILITY:

This proposal is compatible with ANSI X3.23‑1985 as amended by ANSI X3.23a‑1989 and X3.23b‑1993.

DISCUSSION:

Meeting #

PROPOSED CHANGES TO BASE DOCUMENT:

 AUTONUM 
Page 372, 13.16.59.3, USAGE clause, general rule 15, last sentence, change in part to read:


"...upon alignment, size, representation, and range of values of the data item..."

 AUTONUM 
Page 399, table 11, Exception-names and exception conditions, add the following in alphabetical order:


EC-RANGE-POINTER
Fatal
Pointer SET UP or DOWN is outside range

 AUTONUM 
Page 518, 14.10.35.3, SET statement, general rule 18, add a second sentence as follows:

"If this new address is outside the range of values allowed by the implementor, the EC-RANGE-POINTER exception condition is set to exist."

IMPLEMENTOR-DEFINED LANGUAGE ELEMENT LIST:

item 217, USAGE POINTER clause, change the parenthetical to read:  "(alignment, size, representation, and range of values)"

INDEX:


EC-RANGE-POINTER exception
399, 518

