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SUBJECT:

EOP clarifications
AUTHOR:

Donald F. Nelson
REFERENCES:


1. CD 1.5, April 1999, with changes in the combined change proposal #2.
2. 97-0382, Miscellaneous Editorial Changes (Nelson)

PROPOSED REVISION:
This proposal adds exception conditions for end of page conditions and clarifies the operations involved.
JUSTIFICATION:

In reference 2 there were some changes dealing with the EOP condition.  In meeting 211 I was directed to remove proposal items 1, 4, 5, and 6 and put them in a separate proposal.  The main change was to add exception conditions for EOP as requested in item 19 in 97-0294.

COMPATIBILITY:
This feature is compatible with ANSI X3.23-1985 as amended by ANSI X3.23a-1989 and ANSI X3.23b-1993.

DISCUSSION:

Meeting #

PROPOSED CHANGES TO BASE DOCUMENT:

Page 410, Table 11, Exception-names and exception conditions, add the following in order:

"EC-I-O-EOP

NF
An end of page condition occurred

EC-I-O-EOP-OVERFLOW
NF
A page overflow condition occurred"

Page 569, 14.10.47.3, WRITE statement, general rule 24, lead-in, change to read:

"If the LINAGE clause is specified in the file description entry of the associated file, an end-of-page condition occurs when the lines written by a WRITE statement cannot be fully accommodated within the current page body. This occurs when:"

Page 569, 14.10.47.3, WRITE statement, general rule 24a, change to read:
"The logical end of the representation of the printed page is reached.  This occurs when the associated LINAGE-COUNTER is equal to or exceeds the page size.  If the AFTER phrase is specified or implied, the device is repositioned to the first line that can be written on the next logical page and the logical record is presented on that line.  If the BEFORE phrase is specified, the logical record is presented and the device is repositioned to the first line that can be written on the next logical page."

Page 569, 14.10.47.3, WRITE statement, general rule 24b, second sentence, change in part to read:
"… value of the footing start and is less than the page size."

Page 569, 14.10.47.3, WRITE statement, general rule 25 change in part to read:
"When an end-of-page condition occurs, the following actions take place:

a) If the end-of-page condition was caused by the action in general rule 24a, the EC-I-O-EOP-OVERFLOW exception condition is set to exist.  If the end-of-page condition was caused by the action in general rule 24b, the EC-I-O-EOP exception condition is set to exist.


b) If the END-OF-PAGE phrase is specified, control is transferred to imperative-statement-1 and execution continues according to the rules for each statement … is ignored."

Page 570, 14.10.47.3, WRITE statement, delete general rule 27.
INDEX:
Add entries for EC-I-O-EOP and EC-I-O-EOP-OVERFLOW

RESOLVED ISSUES:
None.

OPEN ISSUES:
1.
I did not see any reason to mention an automatic page overflow.  It is the same as an EOP and the additional words are confusing.  That is, what is an automatic one vs a non-automatic one.
